Source Pathway - Source Inputs

AERMOD
Point Sources
. . Base Release Emission Gas Exit Gas Exit Stack Inside
Source Source X Coordinate Y Coordinate Elevation Height Rate Temp. Velocity Diameter
Type 1D [m] [m] (Optional) [m] [g/s] K] [mis] [m]
POINT A1 321610.90 6323425.60 8.00 66.00 0.04500 393.15 6.41 2.40
Kaltes BABCOCK — BSH AG un termoeiias silditaja Vyncke dimenis
POINT A40 321669.49 6323664.94 8.00 66.00 0.04500 393.15 20.17 2.50
béavgtavas Schenkmann & Piel-l, pavctavas Schenkmann & Piel-Il, nep
POINT A13 321578.84 6323353.35 8.00 13.00 0.00300 296.15 6.47 0.60
LamineSanas preses Wemhoner ventilacijas sistemas caurule
POINT A59 321585.00 6323353.35 8.00 13.00 0.00300 296.15 6.47 0.60
LamineSanas preses Wemhoner ventilacijas sistemas caurule
POINT ABO 321588.00 6323353.35 8.00 13.00 0.00300 296.15 6.47 0.60
LamineSanas preses Wemhoner ventilacijas sistemas caurule

Volume Sources

No Volume Sources Specified

Area Sources

No Area Sources Specified

Open Pit Sources

No Open Pit Sources Specified
Circular Area Sources
No Circular Area Sources Specified

Polygon Area Sources

No Polygon Area Sources Specified
Flare Sources

No Flare Sources Specified
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AERMOD

Line Sources

No Line Sources Specified

Line Volume Sources

No Line Volume Sources Specified

Line Area Sources

No Line Area Sources Specified
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